d JDRAIN

Prefabricated Drainage Composites

APPLICATION

Product Selection Chart
Waterproofing Residential/Commercial

SELECTION

Recommended Products

Complimentary Base Collection

Foundation Walls

J-DRAIN 150,200,220,400,420,400M

Retaining Walls

J-DRAIN 150, 300, 302, 200,400,400Q

Lagging Walls

J-DRAIN 400,420,400M, 4200

Basement Walls

J-DRAIN 150, 200, 220,400,420

Chimney Drains

J-DRAIN 400,406,500, SWD/ CD 40,60

Interior Foundations

J-DRAIN 150,200,400

Plaza Decks (Pedestrian)

J-DRAIN 700,720,990

Plaza Decks (Vehicular)

J-DRAIN 302,1000,990

Pavers & Patios

J-DRAIN 150, 302,400,700

Tile

J-DRAIN 200,400

Split Slab

J-DRAIN 302,1000,700,780,990

Under Slab

J-DRAIN 300, 302,1000, 700,780,990

Parking Decks

J-DRAIN 302,1000, 990

Gas/Radon Venting

J-DRAIN 200,302,420, SWD

Yards

Planters

J-DRAIN GRS50,400RB, 400K, 700,740,780

Note: The above show standard company recommendations. Please contact a JDR representative for the product recommendation needed
to meet specific job requirements or performance specifications.
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