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3/8” Rock Shield with or without geotextile backing 

HD or HD PLUS ROLLS 

Pipeline Diameter 
Roll Size 

(4” - 6” overlap as recommended) 
Square Foot Per Roll TL Quantities 

2” 1’ x 50’ 50 1,056 

4” 2’ x 50’ 100 648 

6” 2.5” x 50’ 125 360 

8” 3’ x 50’ 150 360 

10” 3.5’ x 50’ 175 360 

12” 4’ x 50’ 200 312 

16” 5’ x 50’ 250 276 

18” 6’ x 50’ 300 264 

20” 6’ x 50’ 300 264 

24” 7’ x 30’ 210 270 

HD or HD PLUS PADS 

Pipeline Diameter 

Pad Size  

7’ lengths available upon request 

(4” - 6” overlap as recommended) 

Square Foot Per Roll  

24” 82” x 6’ 41 1,495 

26” 88” x 6’ 44 1,265 

28” 94” x 6’ 47 1,265 

30” 101” x 6’ 50.5 1,265 

32” 106” x 6’ 53 1,035 

34” 113” x 6’ 56.5 1,035 

36” 120” x 6’ 60 1,035 

42” 138” x 6’ 69 805 

48” 157” x 6’ 78.5 690 

& HD PLUS 


